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    Kubota SLV90 Error (Fault) Codes List - download PDF


	
                
                     
                


                
                     
                


                
                    Error Code Number
                

            	
                
                     
                


                
                     
                


                
                    Problem or Failure
                

            	
                
                    Machine condition
                

            	
                
                     
                


                
                    Provisional measure and
                


                
                    Correction
                

            
	
                
                    Engine performance
                

            	
                
                     
                


                
                     
                


                
                    Machine performance
                

            
	
                
                    Accele- ration limited
                

            	
                
                    Engine output limited
                

            	
                
                    Engine stopped
                

            
	
                
                    E: 001
                

            	
                
                    CAN communication
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                     
                


                
                    E: 005
                

            	
                
                     
                


                
                     
                


                
                    Hydraulic oil temperature has reached a specified level.
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Stop the engine and check the level in the hydraulic oil tank and for a hydraulic oil leak.
                


                
                    Fill to proper level.
                


                
                    If this error code number still appears,immediately contact your local dealer.
                

            
	
                
                     
                


                
                    E: 008
                

            	
                
                     
                


                
                    Fuel sensor system
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                    The fuel level indicator does not appear on the meter. The machine's other functions are still
                    operative.
                

            	
                
                     
                


                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E: 009
                

            	
                
                     
                


                
                     
                


                
                    Acceleration system
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                    The accelerator fails, but the machine's other functions are still operative.The machine is
                    operative at the idling rpm.
                

            	
                
                     
                


                
                    Move the machine to a place suited for repair.Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E: 010
                

            	
                
                     
                


                
                    High-speed switching system
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                    The machine still runs at low speed without switching to high speed.
                


                
                    The machine's other functions are still operative.
                

            	
                
                     
                


                
                    Immediately contact your local dealer.
                

            
	
                
                    E: 011
                

            	
                
                    Parking brake system
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    The machine fails to move.
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                    E: 012
                

            	
                
                     
                


                
                    Float switching system
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                    The float mode is not turned on.
                


                
                    The      
                    machine's            other functions are still operative.
                

            	
                
                     
                


                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                    E: 013
                

            	
                
                     
                


                
                    Hydraulic lock system
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                    The attachment fails to function, but the machine can move.
                

            	
                
                    Move the machine to a place suited for repair.Immediately contact your local dealer.
                

            
	
                
                     
                


                
                    E: 014
                

            	
                
                     
                


                
                    High-flow system
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                    The high-flow system is not turned on.
                


                
                    The      
                    machine's            other functions are still operative.
                

            	
                
                     
                


                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                    E: 015
                

            	
                
                     
                


                
                    Hydraulic quick-hitch system
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                    The hydraulic quick-hitch system is not turned on.
                


                
                    The      
                    machine's            other functions are still operative.
                

            	
                
                     
                


                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E: 016
                

            	
                
                     
                


                
                    Auxiliary hydraulic control system (Control switch on the knob)
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                    The auxiliary hydraulic control system is not turned on.
                


                
                    The machine's other functions are still operative.
                

            	
                
                     
                


                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E: 018
                

            	
                
                     
                


                
                    Auxiliary hydraulic control system (Solenoid valve for Rightward SW)
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                    The auxiliary hydraulic control system is not turned on.
                


                
                    The machine's other functions are still operative.
                

            	
                
                     
                


                
                    Immediately contact your local dealer.
                

            


 
 

	
                
                     
                


                
                     
                


                
                    E: 019
                

            	
                
                     
                


                
                    Auxiliary hydraulic control system (Solenoid valve for Leftward SW)
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                    The auxiliary hydraulic control system is not turned on.
                


                
                    The machine's other functions are still operative.
                

            	
                
                     
                


                
                    Immediately contact your local dealer.
                

            
	
                
                    E: 020
                

            	
                
                    Electronic Travel Torque Management System
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    The machine fails to move.
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                     
                


                
                    E: 021
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    The sensor's 5V power supply is short-circuited.
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                    The majority of systems fail.
                


                
                    *The engine may be started and the machine may move.
                


                
                    But do not try any jobs. (Just move the machine to a safe place.)
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                     
                


                
                    E: 023
                

            	
                
                     
                


                
                    This error code number appears if a jumper cable is connected to a 24V battery or improper device to
                    jump start the engine
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                    Immediately stop using connected device and disconnect the 24V battery.When the engine gets
                    restarted and is running with no error code number appearing, it means there is no problem.
                

            	
                
                     
                


                
                     
                


                
                    If this error code number still appears,
                


                
                    immediately contact your local dealer.
                

            
	
                
                    E: 026
                

            	
                
                    CRS CAN communication
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9000
                

            	
                
                     
                


                
                     
                


                
                    Requirement     
                    for                         DPF regeneration.
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                    DPF must be regenerated, but low engine rpm is unable to start DPF regeneration.
                

            	
                
                    Rev up the engine rpm and start DPF regeneration.
                


                
                    If this error code number still appears,
                


                
                    immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                     
                


                
                    E:9001
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    Requirement     
                    for                         DPF regeneration.
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                    DPF must be regenerated, but low engine rpm is unable to start DPF regeneration.
                


                
                    If you leave the machine with the hydraulic locked, the engine can stop automatically.
                

            	
                
                     
                


                
                    Rev up the engine rpm and start DPF regeneration.
                


                
                    If this error code number still appears,
                


                
                    immediately contact your local dealer.
                

            
	
                
                    E:9002
                

            	
                
                    DPF is regenerated.
                

            	
                
                    -
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    ---
                

            
	
                
                     
                


                
                    E:9003
                

            	
                
                    Requirement     
                    for                         DPF regeneration.
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    -
                

            	
                
                    DPF must be regenerated, but unable to start regeneration.
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9004
                

            	
                
                    Requirement     
                    for                         DPF replacement.
                

            	
                
                    -
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    DPF must be replaced.
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                     
                


                
                    E:9006
                

            	
                
                     
                


                
                     
                


                
                    Requirement     
                    for                         DPF regeneration.
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                    DPF must be regenerated, but unable to start regeneration because the inhibit switch is
                    activated.
                

            	
                
                    Move the machine to a safe place and release the inhibit switch to start DPF regeneration.If this
                    error code
                    number                                       
                    still
                


                
                    appears,immediately contact your local dealer.
                

            


 
 

	
                
                     
                


                
                     
                


                
                     
                


                
                     
                


                
                    E:9007
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    Requirement     
                    for                         DPF regeneration.
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                    DPF must be regenerated, but unable to start regeneration because the inhibited switch is
                    activated.
                


                
                    If you leave the machine with the hydraulic locked, the engine can stop automatically.
                

            	
                
                    Restart the engine, move the machine to a safe place and release the inhibit switch to start DPF
                    regeneration.
                


                
                    If this error code number still appears,
                


                
                    immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                     
                


                
                    E:9010
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    Engine stop for DPF
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                    The DPF regeneration fails to function. The machine is left with the hydraulic system locked, by
                    which the engine stops itself.
                

            	
                
                    Restart the engine, move the machine to a safe place and release the inhibit switch to start DPF
                    regeneration.
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                    E:9100
                

            	
                
                    Rpm sensor system
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9101
                

            	
                
                    Fuel or rail pressure system
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9102
                

            	
                
                    SCV system
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9103
                

            	
                
                    Intake    
                    air              temperature sensor system
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9104
                

            	
                
                    Coolant temperature system
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9105
                

            	
                
                    Fuel temperature sensor system
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9106
                

            	
                
                    Injector system
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9107
                

            	
                
                    Intake air pressure sensor system
                

            	
                
                    -
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9108
                

            	
                
                    Battery voltage system
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9109
                

            	
                
                    Sensor voltage system
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9110
                

            	
                
                    Main relay system
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9112
                

            	
                
                    Atmospheric                           
                    pressure sensor system
                

            	
                
                    -
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9113
                

            	
                
                    EGR valve system
                

            	
                
                    -
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9114
                

            	
                
                     
                


                
                     
                


                
                    Emission level warning
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    For correction, refer to the Coolant Temperature Gauge section (page 15).
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            


 
 

	
                
                     
                


                
                     
                


                
                    E:9115
                

            	
                
                     
                


                
                     
                


                
                    Emission level caution
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    For correction, refer to the Coolant Temperature Gauge section (page 15).
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9116
                

            	
                
                     
                


                
                     
                


                
                    Engine overheat warning
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    For correction, refer to the Coolant Temperature Gauge section (page 15).
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                    E:9117
                

            	
                
                    Air heater system
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9118
                

            	
                
                     
                


                
                     
                


                
                    Engine oil pressure system
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Stop the engine and check the engine oil level.
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9119
                

            	
                
                     
                


                
                     
                


                
                    Charging system failure
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Stop the engine and check the V-belt.
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9120
                

            	
                
                     
                


                
                     
                


                
                    Fuel filter water warning
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Stop the engine and check and drain the fuel filter.
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                    E:9121
                

            	
                
                    Engine ECU
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9122
                

            	
                
                    ECU communication failure
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9200
                

            	
                
                    Mass air flow sensor system
                

            	
                
                    -
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9203
                

            	
                
                    Intake air throttle
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9204
                

            	
                
                    Differential pressure sensor system
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9205
                

            	
                
                    Exhaust temperature sensor (DOC inlet)
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9206
                

            	
                
                    Exhaust temperature sensor (DOC outlet)
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9207
                

            	
                
                    Exhaust temperature sensor (DPF outlet)
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                    E:9208
                

            	
                
                    All the exhaust temperature sensors break down at once.
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9211
                

            	
                
                    DOC response is unusual.
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            


	
                
                    E:9212
                

            	
                
                    DPF regeneration timeout
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9213
                

            	
                
                    DPF regeneration Error (Water temperature is low)
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                    E:9214
                

            	
                
                    DPF regeneration cycle occurs too often.
                

            	
                
                    -
                

            	
                
                     
                


                
                    
                

            	
                
                    -
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9300
                

            	
                
                     
                


                
                     
                


                
                    Engine fuel system (P/L)
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Check the fuel level and see if the fuel filter is clogged.
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9301
                

            	
                
                     
                


                
                    Engine fuel system (rail pressure)
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Check the fuel level and see if the fuel filter is clogged.
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9302
                

            	
                
                     
                


                
                    Engine fuel system (leakage)
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Check the fuel level and see if the fuel filter is clogged.
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9303
                

            	
                
                     
                


                
                     
                


                
                    Engine fuel system (SCV)
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Check the fuel level and see if the fuel filter is clogged.
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9304
                

            	
                
                     
                


                
                    Engine fuel system (supply pump).
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Check the fuel level and see if the fuel filter is clogged.
                


                
                    If this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9305
                

            	
                
                     
                


                
                     
                


                
                    Engine air intake system (poor air intake)
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Check to see if any air-intake hose is disconnected and if the air cleaner element is clogged. If
                    this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                    E:9306
                

            	
                
                     
                


                
                     
                


                
                    Engine air intake system (boost pressure too low)
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Check to see if any air-intake hose is disconnected and if the air cleaner element is clogged. If
                    this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                     
                


                
                    E:9307
                

            	
                
                     
                


                
                     
                


                
                    Engine exhaust temperature (DOC inlet) is not as specified.
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Check the fuel level and see if the fuel filter is clogged.
                


                
                    Check to see if any air-intake hose is disconnected and if the air cleaner element is clogged. If
                    this error code number still appears, immediately contact your local dealer.
                

            


	
                
                     
                


                
                     
                


                
                     
                


                
                    E:9308
                

            	
                
                     
                


                
                     
                


                
                    Engine exhaust temperature (DOC outlet) is not as specified.
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Check the fuel level and see if the fuel filter is clogged.
                


                
                    Check to see if any air-intake hose is disconnected and if the air cleaner element is clogged. If
                    this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                     
                


                
                     
                


                
                    E:9309
                

            	
                
                     
                


                
                     
                


                
                    Engine exhaust temperature (DPF outlet) is not as specified.
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    -
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    
                

            	
                
                     
                


                
                     
                


                
                     
                


                
                    ---
                

            	
                
                    Check the fuel level and see if the fuel filter is clogged.
                


                
                    Check to see if any air-intake hose is disconnected and if the air cleaner element is clogged. If
                    this error code number still appears, immediately contact your local dealer.
                

            
	
                
                     
                


                
                    E:9310
                

            	
                
                     
                


                
                    Starter turn-on limited
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    -
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    ---
                

            	
                
                    The starter is limited for its activation in response to any other error
                

            
	
                
                    E:9400
                

            	
                
                    Other failures
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                     
                


                
                    
                

            	
                
                    ---
                

            	
                
                    Immediately contact your local dealer.
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