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                                    Test on overclocking
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    2
                                

                            	
                                
                                    6
                                

                            	
                                
                                    2
                                

                            
	
                                
                                    ECU check and measurement equipment internal ECU
                                

                            	
                                
                                    Chip CJ940
                                

                            	
                                
                                    Engine ignition fault
                                

                            	
                                
                                    Communication error
                                

                            	
                                
                                    After disconnecting the current restart System
                                

                            	
                                
                                    2
                                

                            	
                                
                                    6
                                

                            	
                                
                                    3
                                

                            
	
                                
                                    Too high tension
                                

                            
	
                                
                                    Too low internal stress
                                

                            
	
                                
                                    ECU chip and Watchdog
                                

                            	
                                
                                    Fault ignition engine (after AC restart)
                                

                            	
                                
                                    Communication error
                                

                            	
                                
                                    2
                                

                            	
                                
                                    6
                                

                            	
                                
                                    4
                                

                            
	
                                
                                    EEPROM (erasable programmable read only memory)
                                

                            	
                                
                                    On kilometre information may not be registered
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    Replacing The ECU
                                

                            	
                                
                                    2
                                

                            	
                                
                                    6
                                

                            	
                                
                                    5
                                

                            
	
                                
                                    ECU functions and switches
                                

                            	
                                
                                    Solenoid valve exhaust brake
                                

                            	
                                
                                    Exhaust brake is defective
                                

                            	
                                
                                    Short circuit motor brake solenoid valve (2.06) with meals
                                

                            	
                                
                                    Check the exhaust brake solenoid valve circuit
                                

                            	
                                
                                    3
                                

                            	
                                
                                    1
                                

                            	
                                
                                    1
                                

                            
	
                                
                                    Short circuit motor brake solenoid valve (2.06) weighing
                                

                            
	
                                
                                    AC Compressor Relay
                                

                            	
                                
                                    AC compressor not working
                                

                            	
                                
                                    Error connecting AC Compressor Relay
                                

                            	
                                
                                    Check the relay and its compounds
                                

                            	
                                
                                    3
                                

                            	
                                
                                    1
                                

                            	
                                
                                    3
                                

                            
	
                                
                                    Inlet heating relay
                                

                            	
                                
                                    Heating air inlet may not function correctly.
                                

                            	
                                
                                    Short circuit relay with ground or power
                                

                            	
                                
                                    To verify a connection relay heating air inlet
                                

                            	
                                
                                    3
                                

                            	
                                
                                    2
                                

                            	
                                
                                    1
                                

                            
	
                                
                                    
                                    -
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    3
                                

                            	
                                
                                    2
                                

                            	
                                
                                    2
                                

                            
	
                                
                                    3
                                

                            	
                                
                                    2
                                

                            	
                                
                                    3
                                

                            
	
                                
                                    Vehicle speed sensor
                                

                            	
                                
                                    May not be a cruise out of the car button has no effect
                                

                            	
                                
                                    Exceeding the maximum speed of the car or not reliable signals of the speed of the car, not a stable voltage
                                

                            	
                                
                                    Check the vehicle speed sensor connection, if necessary, replace the sensor
                                

                            	
                                
                                    3
                                

                            	
                                
                                    2
                                

                            	
                                
                                    4
                                

                            
	
                                
                                    Many provisions of the switch
                                

                            	
                                
                                    Torque limitation, limiting speed and other functions cannot be performed
                                

                            	
                                
                                    Error wiring harnesses or resistor
                                

                            	
                                
                                    Error wiring harnesses or resistor
                                

                            	
                                
                                    3
                                

                            	
                                
                                    2
                                

                            	
                                
                                    7
                                

                            
	
                                
                                    Lamp system
                                

                            	
                                
                                    The indicator function of the respective lamps are not met
                                

                            	
                                
                                    Connection failed or connection is not implemented
                                

                            	
                                
                                    Test connection
                                

                            	
                                
                                    3
                                

                            	
                                
                                    3
                                

                            	
                                
                                    1
                                

                            
	
                                
                                    Lamp cold start
                                

                            	
                                
                                    3
                                

                            	
                                
                                    3
                                

                            	
                                
                                    2
                                

                            
	
                                
                                    Signal lamp
                                

                            	
                                
                                    3
                                

                            	
                                
                                    3
                                

                            	
                                
                                    3
                                

                            
	
                                
                                    Water in fuel lamp
                                

                            	
                                
                                    3
                                

                            	
                                
                                    3
                                

                            	
                                
                                    4
                                

                            
	
                                
                                    Cruise switch
                                

                            	
                                
                                    May not be a cruise/PTO, or cruise/PTO goes out of action
                                

                            	
                                
                                    Cruise switch error
                                

                            	
                                
                                    It is recommended that you switch samovosstanovitelnyj
                                

                            	
                                
                                    3
                                

                            	
                                
                                    4
                                

                            	
                                
                                    1
                                

                            
	
                                
                                    Exhaust brake switch
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    3
                                

                            	
                                
                                    4
                                

                            	
                                
                                    2
                                

                            
	
                                
                                    Switch out of the car
                                

                            	
                                
                                    Start without a car could not be implemented
                                

                            	
                                
                                    Sticking switch
                                

                            	
                                
                                    Check the circuit breaker or circuit wires
                                

                            	
                                
                                    3
                                

                            	
                                
                                    4
                                

                            	
                                
                                    3
                                

                            
	
                                
                                    External dimension
                                

                            	
                                
                                    Check Disable ignition
                                

                            	
                                
                                    Lack of engine power, not stable operation
                                

                            	
                                
                                    Disabling cylinder No. 1
                                

                            	
                                
                                    Check the appropriate nozzle, sealing lid cylinder, valve clearance, etc.
                                

                            	
                                
                                    5
                                

                            	
                                
                                    1
                                

                            	
                                
                                    1
                                

                            
	
                                
                                    Disabling cylinder No. 2
                                

                            	
                                
                                    5
                                

                            	
                                
                                    1
                                

                            	
                                
                                    2
                                

                            
	
                                
                                    Disabling cylinder # 3
                                

                            	
                                
                                    5
                                

                            	
                                
                                    1
                                

                            	
                                
                                    3
                                

                            
	
                                
                                    Disabling multiple cylinders
                                

                            	
                                
                                    5
                                

                            	
                                
                                    1
                                

                            	
                                
                                    4
                                

                            
	
                                
                                    Disabling cylinder No. 4
                                

                            	
                                
                                    5
                                

                            	
                                
                                    3
                                

                            	
                                
                                    1
                                

                            
	
                                
                                    Disabling cylinder # 5
                                

                            	
                                
                                    5
                                

                            	
                                
                                    3
                                

                            	
                                
                                    2
                                

                            
	
                                
                                    Disabling cylinder # 6
                                

                            	
                                
                                    5
                                

                            	
                                
                                    3
                                

                            	
                                
                                    3
                                

                            
	
                                
                                    External dimension
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    5
                                

                            	
                                
                                    3
                                

                            	
                                
                                    4
                                

                            
	
                                
                                    These faults relate to functional indication. When applying the diagnostic tool for the revitalization of internal measuring functions will turn
                                    out good, ate ECU measurement, then saves the Flash code.
                                

                            	
                                
                                    5
                                

                            	
                                
                                    2
                                

                            	
                                
                                    1
                                

                            
	
                                
                                    5
                                

                            	
                                
                                    2
                                

                            	
                                
                                    2
                                

                            
	
                                
                                    5
                                

                            	
                                
                                    2
                                

                            	
                                
                                    3
                                

                            
	
                                
                                    Issues related to starting
                                

                            	
                                
                                    The issue of synchronous signals
                                

                            	
                                
                                    
                                    -
                                

                            	
                                
                                    Poor surface of the teeth of the flywheel
                                

                            	
                                
                                    Replacement flywheel
                                

                            	
                                
                                    5
                                

                            	
                                
                                    4
                                

                            	
                                
                                    1
                                

                            


            	
                 
            
	
                
                     
                

            




     




Diesel engines series WP12


Diesel engines series WP12    







    Engine series WP12 (Euro III, IV, V), designed for installation on truck cranes and other equipment.


Main characteristics

	
                
                    Engine model
                

            	
                
                    Piston diameter/

                    stroke

                    (mm)
                

            	
                
                    Working

                    volume

                    (L)
                

            	
                
                    Nome.
                


                
                    power

                    (kW/HP)
                

            	
                
                    Nome.
                


                
                    momentum

                    (RPM)
                

            	
                
                    Free

                    speed (RPM).
                

            	
                
                    Max torque

                    moment/momentum (N.m.)/(RPM).
                

            	
                
                    Fuel consumption

                    (g/kWh)
                

            	
                
                    Fuel

                    System
                

            
	
                
                    WP 12.375
                

            	
                
                    126x155
                

            	
                
                    11,596
                

            	
                
                    276 (375)
                

            	
                
                    1900
                

            	
                
                    600
                

            	
                
                    1800/1000-1400
                

            	
                
                    ≤ 185
                

            	
                
                    BOSCH CB
                

            
	
                
                    WP 12.400
                

            	
                
                    126x155
                

            	
                
                    11,596
                

            	
                
                    294 (400)
                

            	
                
                    1900
                

            	
                
                    600
                

            	
                
                    1920/1000-1400
                

            	
                
                    ≤ 185
                

            	
                
                    BOSCH CR
                

            
	
                
                    WP 12.430
                

            	
                
                    126x155
                

            	
                
                    11,596
                

            	
                
                    416 (430)
                

            	
                
                    1900
                

            	
                
                    600
                

            	
                
                    2060/1000-1400
                

            	
                
                    ≤ 185
                

            	
                
                    BOSCH CR
                

            
	
                
                    WP 12.460
                

            	
                
                    126x155
                

            	
                
                    11,596
                

            	
                
                    338 (460)
                

            	
                
                    1900
                

            	
                
                    600
                

            	
                
                    2110/1000-1400
                

            	
                
                    ≤ 185
                

            	
                
                    BOSCH CR
                

            




     


Basic dimensions
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        Hein Zin Htun (Monday, 18 September 2023 15:00)
    


    
        
    


    
        WP13D317E300NG service manuals
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        Anthony (Saturday, 11 June 2022 01:03)
    


    
        
    


    
        Do u have a wire diagram for construction wp4.1g140e301 for a 2016.9 jc120b
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        linda liu (Wednesday, 08 June 2022 07:54)
    


    
        
    


    
        Dear Manager !

My name is linda from China, I found information on the Internet. we are engaged in spare parts for Chinese equipment 17 years .

the main products are:

part for XCMG,XGMA,SDLG,LIUGONG,CHANGLIN ,LONKING,FOTON,SHANTUI

part for HOWO, SHAANXI , FAW ,DONGFENG 

part for WEICHAI ,Deutz ，YUCHAI ,SHANGCHAI ,CUMMINS ,YTO ,HUAFENG

A large number of stocks, welcome inquiry price !

We have long-term export parts abroad and cooperate with many countries

We have good price and quality,Welcome to visit our company.

We hope to build good cooperation with you

Looking forward to your reply, best regards !

linda: Sales Manager

skype: yuechi66  Email: linda@ycdljx.com  Linda@ycjt15.com QQ:31118429458

PH( whatsapp ):+86-17086268609  , Wechat : 008617086268609

Web: www.ycdlsd.comHttp://ycdljx.en.alibaba.com
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        Robert Wilder Huaman Gálvez (Wednesday, 11 May 2022 17:33)
    


    
        
    


    
        Hola. Como puedo consegui manuales de taller tractor shantui sd16, sd22. Sistema hidraulico, sistema electrico. Donde me encuentro esa información no se encuentra. Espero su suuda
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        EXCELENTE
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        fanbelt alternator Weichai part # 616200020654
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        diagrama eléctrico y electrónico del motor weichai wp10
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        Mourad moro (Wednesday, 26 August 2020 15:02)
    


    
        
    


    
        you need help for WEICHAI !

CONTACT ME IN +213667988167

gmail : besbas02mourad@gmail.com
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        a.shams99999@gmail.com (Sunday, 09 August 2020 11:50)
    


    
        
    


    
        wp10 bosch engine ecu wiring diagram
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        xem tài liệu
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        Ruben Marin (Sunday, 09 February 2020 06:17)
    


    
        
    


    
        霍拉，信息安全技术和WP13电动马达550 HP Y 2200 N / m，更多
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